
Section 211.101  Incorporated and Referenced Materials 

The following materials are incorporated by reference.  These incorporations do not include any later amendments or editions. 

a)	Incorporations by Reference

1)	"Evaporation Loss from Floating Roof Tanks," American Petroleum Institute Bulletin 2517 (1962) 

2)	Standard Industrial Classification Manual, Superintendent of Documents, Washington, D.C. 20402 (1972) 

3)	American Society for Testing and Materials, 100 Barr Harbor Dr., West Conshohocken PA 19428-2959 

	ASTM
	D 86

	ASTM
	D 240-64

	ASTM
	D 323-08

	ASTM
	D 369-69 (1971)

	ASTM
	D 396-69

	ASTM
	D 523-80

	ASTM
	D 523-89

	ASTM
	D 900-55

	ASTM
	D 975-68

	ASTM
	D 1826-64

	ASTM
	D 2015-66

	ASTM
	D 2880-71



4)	40 CFR 51.100 (1987) 

5)	American Architectural Manufacturers Association, 1827 Walden Office Square, Suite 550, Schaumburg IL 60173-4268, Specification 2604-05 (Voluntary Specification, Performance Requirements and Test Procedures for High Performance Organic Coatings on Aluminum Extrusions and Panels) (2005)

6)	American Architectural Manufacturers Association, 1827 Walden Office Square, Suite 550, Schaumburg IL 60173-4268, Specification 2605-05 (Voluntary Specification, Performance Requirements and Test Procedures for Superior Performing Organic Coatings on Aluminum Extrusions and Panels) (2005)

b)	Referenced Materials
Federal Insecticide, Fungicide, and Rodenticide Act (7 USC 136)
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