[bookmark: _GoBack]
Section 218.412  Letterpress Printing Lines:  Applicability

a)	Except as provided in subsection (b) of this Section, on and after August 1, 2010, the limitations in Sections 218.413 through 218.416 of this Subpart shall apply to:

1)	All heatset web letterpress printing lines at a source if all heatset web letterpress printing lines (including solvents used for cleanup operations associated with heatset web letterpress printing lines) at the source have a total potential to emit 22.7 Mg (25 tons) or more of VOM per year; and

2)	All letterpress printing lines at a source where the combined emissions of VOM from all letterpress printing lines at the source (including solvents used for cleanup operations associated with the letterpress printing lines) ever equal or exceed 6.8 kg/day (15 lbs/day), in the absence of air pollution control equipment, calculated in accordance with Section 218.417(b)(1)(B).

b)	Notwithstanding subsection (a) of this Section, the requirements of Section 218.413(a)(2) of this Subpart shall not apply to up to 416.3 liters (110 gallons) per year of cleaning materials used on letterpress printing lines at a subject source.

c)	On and after August 1, 2010, the recordkeeping and reporting requirements in Section 218.417 of this Subpart shall apply to all owners or operators of letterpress printing lines.

d)	If a letterpress printing line at a source is or becomes subject to one or more of the limitations in Section 218.413 of this Subpart, the letterpress printing lines at the source are always subject to the applicable provisions of this Subpart.

(Source:  Added at 34 Ill. Reg. 9096, effective June 25, 2010)
