
Section 245.115  Incorporated Materials

a)	The following documents are incorporated or referenced in various Sections of this Part:

1)	ANSI/API Specification 10A, Specification for Cements and Materials for Well Cementing, December 2010 (API Spec 10A)

2)	API Specification 5CT, Specification for Casing and Tubing, July 2011 (API Spec 5CT)

3)	ANSI/API Recommended Practice 5A3, Recommended Practice on Thread Compounds for Casing, Tubing, Line Pipe, and Drill Stem Elements, November 2009 (API RP 5A3)

4)	ANSI/API Specification 10D, Specification for Bow-String Casing Centralizers (alternatively:  Specification for Bow-Spring Casing Centralizers), September 2002, Reaffirmed August 2010 (API Spec 10D)

5)	API Technical Report 10TR4, Selection of Centralizers for Primary Cementing Operations, May 2008 (API Spec 10TR4)

6)	ANSI/API Recommended Practice 10D-2, Recommended Practice for Centralizer Placement and Stop-collar Testing, August 2004, Reaffirmed July 2010 (API RP 10D-2)

7)	API Specification 16D, Specification for Control Systems for Drilling Well Control Equipment and Control Systems for Diverter Equipment, July 2004, 2-Year Extension May 2010 (API Spec 16D)	

b)	All incorporations by reference in this Part refer to the standards on the date specified and do not include any additions or deletions subsequent to the date specified.
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c)	All materials incorporated by reference are available for inspection and copying at the Illinois Department of Natural Resources, One Natural Resources Way, Springfield IL 62702-1271.
